Program LEQ - Prognozowanie hatasu przemystowego - Atest 10S (BH/158/95 z dn. 17.10.1995r)
Autor : Wiodzimierz Petka SOFT-P - Piotrkdw Tryb., tel/fax (44) 646 27 28, tel. kom. 0-600 804 654

Projekt: INDUCTA - pora nocha

Dane do obliczefi :

er6d3a punktowe
Nr X[m] Y[m] z[m] Pma Symbol

1 394.0 309.0 0.5 76.0 SO
2 408.5 305.5 0.5 76.0 SO
3 423.0 302.0 0.5 76.0 SO

er6d3a typu hala produkcyjna :
WSPO£RZEDNE WIERZCHOEKOW :
Nr X1[m] Y1[m] X2[m] Y2[m] X3[m] Y3[m] X4[

m] Y4[m] hO[m] h[m]

1 353.4 313.4 346.7 289.9 370.2 283.4 376.

8 307.0 0.0 85

POZIOMY HAEASU i IZOLACYJINOaeze PRZEGROD

Nr Yrodsa A 63 125 250 500 10

o
o

2000 4000 8000 wsp.odb.

1 sc.l Lwew 850 0.0 0.0 0.0 0.0 O
Rsc 250 0.0 0.0 0.0 0.0 O
sc.2 Lwew 85.0 0.0 0.0 0.0 0.0 O
Rsc 250 0.0 0.0 0.0 0.0 O
sc.3 Lwew 85.0 0.0 0.0 0.0 0.0 O
Rsc 250 0.0 0.0 0.0 0.0 O
sc.4 Lwew 85.0 0.0 0.0 0.0 0.0 O
Rsc 250 0.0 0.0 0.0 0.0 O
dach Lwew 85.0 0.0 0.0 0.0 0.0 O
Rd 250 00 0.0 00 00 O

0.0 0.0 0.0 1.0000
0.0 0.0 0.0
0.0 0.0 0.0 1.0000
0.0 0.0 0.0
0.0 0.0 0.0 1.0000
0.0 0.0 0.0
0.0 0.0 0.0 1.0000
0.0 0.0 0.0
0.0 0.0 0.0 1.0000
0.0 0.0 0.0

O O o oboooboooo

Ekrany akustyczne :
WSPO£RZEDNE WIERZCHOEKOW :
Nr X1[m] Y1[m] X2[m] Y2[m] X3[m] Y3[m] X4[

m] Y4[m] hO[m] h[m]

1 377.0 307.0 371.2 285.9 378.9 283.8 384.

6 305.0 0.0 85

WSPOE£CZYNNIKI ODBICIA DLA ECIAN
Nr ceciana 1 ceciana 2 ceciana 3 ceciana 4

dach

1 1.0000 1.0000 1.0000 1.0000 1.

0000

Punkty obserwaciji
Nr Symbol X[m] Y[m] z[m]

1 294.3 206.2 4.0
2 383.9 1499 4.0
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